
MATERIAL SAFETY DATA SHEET 

1. Product And Com an Identification 

Supplier 
SIKA CORPORATION 
201 Polito Ava 
l.ynclhurst, NJ 07071 

Comp~ny Contact: Kristin Kelley 
Telephone Number: (201) 933-8600 
FAX Number: (201) 933-9379 
Web Site: www.sikausa.com 

SikaBond Construction Adhesive 

Manufiu::tYII!t 
SIKA CORPORATION 
201 Polito Ave 
r.yndhurst,NJ 07071 

Company Contact: Kristin Kelley 
Telephone N!lmber: (201) 933-8800 
FAX Number: (201) 933-9379 
Web Site: www.sikausa.com 

Supplier Emergency Contacts & Phone Numbat 
CHEMTREC: 800-424-9300 

M~nyf~ctllt9[ Ememeney Contacts & Phone Nymbe[ 
CHEMTREC: 800·424-9300 

INTERNATIONAL: 703·527·3887 

Issue Data: 04/18/2001 

Product Name: SikaBond Construction Adhesive 
CAS Number: Not Established 
Chemical Family: PUR SEALANT 
MSDS Number: 2306 
Product Code: 0481 

prodygt ldentifigatign J__ext 

2. Com osition/Information On In redients 

POLYUREiHANEPREPOLYMER 
XYLEN MIXEDISOMERS 

3, Ha~ards Identification 

Ella Hazards 
EYE IRRITANT. 

Slsin l:liiililr.dli 

Ingredient 
Name 

----------- - -

INTERNATIONAL: 703-527·3887 

CAS 

Numbor 

Trade Sacra 

1330·20·7 

Porcont Of 
TotoiWol ht 

MAY CAUSE SKIN IRRITATION. PROLONGED AND/OR REPEATED CONTACT WITH SKIN MAY CAUSE AN 
ALLERGIC REACTION/SENSITIZATION. MAY CAUSE DERMATITIS (SKIN REDNESS,DRYNESS, SCALING, 
ETC.) FROM REPEATED OR PROLONGED CONTACT. 
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MATERIAL SAFETY DATA SHEET 
SikaBond Construction Adhesive 

3. Hazards Identification • Continued 

IDQ!U.!ii2D l::liZ!il[d§ 
LOW ORDER OF ACUTE TOXICITY'. HARMFUL IF ASPIRATED INTO LUNGS. 

lnhal.a~illD l:lazards 
MAY CAUSE RESPIRATORY TRACT IRRITATION. MAY CAUSE RESPIRATORY SENSITIZATION. 
HIGH VAPOR CONCENTRATIONS OF XYLENE (GREATER THAN APPROX.1000 PPM) MAY 
CAUSE HEADACHES, DIZZINESS, ANESTHESIA, DROWSINESS, UNCONSCIOUSNESS, AND OTHER 
CENTRAL NERVOUS SYSTI::M EFFECTS, INCI..UDING DEATH. 

4. First Aid Measures 

fY.I 
RINSE EYES THOROUGHLY WITH WATER FOR AT LEAST 15 MINUTES, CONSUI..T PHYSICIAN. 

ikin 
WASH SKIN THOROUGHLY WITH SOAP AND WATER. REMOVE CONTAMINATED CLOTHING. IF SYMPTOMS 
PERSIST CONSULT PHYSICIAN. 

lngestjon 
DILUTE WITH WATER. CONTACT PHYSICIAN. 

lnblllilti~:~n 
REMOVE TO FRESH AIR. IF BREATHING HAS STOPPED. INSTITUTE ARTIFICIAL RESPIRATION. CONSULT 
WITH PHYSICIAN. 

--·-·----- ·------ ... ---------------········ 
5, Fire Finhting Measures 

Flash Point: 143 'F 
Autoignition Point: NIAV 'F 
Lowar ExplosiVII Limit: NIAV 
Upper Explosive Limit: N/AV 

Eire ADd Explosion Hazards 
DURING A FIRE, IRRJIATING AND/OR TOXIC GASES AND AEROSOLS FROM THE 
DECOMPOSITION/COMBUSTION PRODUCTS MAY BE PRESENT. 

E;xtilunli&biog M~dia 
In case of fire, use water spray (fog) foam, dry chemical, or C02. 

Fire Eiobting ln§tryctlom< 
Firefighters should wear salt-contained breathing apparatus and full protective gear. 

6. Accidental Release Measures 

WEAR SUITABLE PROTECTIVE EQUIPMENT. CONTAIN SPILL AND COLLECT WITH ABSORBENT MATERIAL AND 
TRANSFER INTO SUITABLE CONTAINERS. AVOID CONTACT. VENTilATE 
ENCLOSED AREA. 

- --------------------
7. H:mdllng And Storage 

Handling And StoriQI pracautjgns 
SIORE AT 40-95F. CONDITION TO 65-SSF BEFORE USING. IF CLOSED CONTAINER IS EXPOSED TO HEAT, 
PRESSURE CAN BUILD UP. IF MOISTURE ENTERS CONTAINER, PRESSUREMAY BUILD UP DUE TO 
REACTION. 
STORE IN COOL DRY AREA IN TIGHTLY CI..OSED CONTAINERS, AWAY FROM SPARKS AND OPEN FLAMES. 
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MATERIAL SAFETY DATA SHEET 
SikaBond Construction Adhesive 

7. Handling And Storage • Continued 

w,ulsltht:giaoisc e[agt(Qftl 
WASH THOROUGHLY AFTER USING PRODUCT. 

8. Exl:losure Controls/Personal Protection 

En!liD!I!ItiD!I !:iS!DltS!Ili 
Use with adequate general and local exhaust ventilation. 

Eye/Face Pwtectjon 
Safety glasses with side shields or goggles. 

Skin Pwtection 
AVOID SKIN CONTACT. WEAR LONG SLEEVE SHIRT AND LONG PANTS. CHEMICAL RESISTANT GLOVES. 

BIIPitltr:tQl ~r:atl;iiQD 
In areas where the P.E.I..s are exceeded, use a properly fitted NIOSH-approved respirator. 

ID!IIlldliDt(lil) - EllP!Ill!IJt!l! Limit!! 
XYLENE (MIXED ISOMERS) 

ACGIH TLV-STEL 150 ppm 
ACGIH TLV-TWA 100 ppm 
OSHA PEL-TWA 100 ppm 

9. Phvsical And Chemical ProPerties 
Appearance 

PASTE (SOLID) 

Qd2r 
AROMATIC 

Chemical Type: Pure 
Physical State: Solid 
Melting Point: N/AV 'F 
Boiling Point: N/AV 'F 
Specific Gravity: 1.27 
Percent Volatiles: 4.4 
Packing Density: 1 0.60#/GAL 
Vapor Pressure: NIAV 
Vapor Density: NIAV 
Solubility: INSOLUBLE 
Evaporation Rate: SLOWER THAN ETHER 

~-- " . --------··-- . -----------
10. Stability And ReactivitY 

Stability: STABLE 
Ha~ardous Polymerization: WILL NOT OCCUR 

Qgodili&'!D§ !g 6llgid (:StabilitY:) 
OPEN FLAME, HEAT 

lllll!:IIJll!atil.:!l!l Mlltruiilli 
WATER, ALCOHOL, AMINES 

tiDZ:iJ[dQYI lll&iS!mR&'!Iili&'!D emdJ.UCii 
CO, C02, OXIDES OF NITROGEN, SMOKE, FUMES 
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MATERIAL SAFETY DATA SHEET 
SikaBond Construction Adhesive 

11. Toxicological Information 

Mi!!!!!idliiD!l!:!ll!i I!:!Kill!:!I!:!OIIlallDfarmall!:m 
CHRONIC OVEREXPOSURE TO XYLENE MAY CAUSE KIDNEY AND/OR LIVER DAMAGE. 

Con.dltb:ms AliiO[IIY:IIt!l!d Bll EXPQ~yre 
EYE DISEASE, SKIN DISORDERS AND ALLERGIES, CHRONIC RESPIRATORY DISORDERS . 

.. ---------------..-··~·~ --
12. Ecological Information 

No Data Available ... 
---- -- - ---

13. Disposal Considerations 

Dispose in accordance with applicable federal, state and local government regulations. 

------------ - - ----
14. Transport Information 

E!r!:!llllt Sbillllilllil Man:uil 
NOT REGULATED PER P.O.T. 

------------~----- -· .. ·- ---
15. Reaulatory Information 

U,!il, B~ollllilt20! lllfilrmaib;m 
All Ingredients of thl$ product are listed or are excluded from listing under the U.S. Toxic Substances Control Act 
(TSCA) Chemical Substance Inventory. 

SARA Hazard C(assas 
Acute Health Hazard 
Chronic Health Hazard 

SABA lil11miaD :u~ lllll.tlfll;aliall 
This product contains the following toxic chemicals subject to the reporting requirements of Section 313 of the 
Emergency Planning and Community Right-To-Know Act of 1986 and of 40 CFR 372. This Information must be 
included in all MSDSs that are copied and distributed for this material. 

lngmdi!i!Ot(;) • U,S BlgldlllQIJllllfQnnatiQD 
XYLENE (MIXED ISOMERS) 

SARA Title Ill • Section 313 Form "R"ITRI Reportable Chemical 
SARA- Acute Health Ha:~:ard 
SARA - Chronic Health Hazard 
SARA - Fire Hazard 

IDill:lllli!lllt(al- liitam Bggula!i21l!! 
XYLENE (MIXED ISOMERS) 

New Jersey • Workplace Hazard 
New Jersey - Environmental Hazard 
New Jersey - Special Hazard 
Pennsylvania - Workplace Ha:~:ard 
Pennsylvania - Environmental Hazard 
Massachusetts - Hazardous Substance 
New York City- Hazardous Substance 

16. Other Information 

HMIS Ballllg 
Health: 2 
Fira: 1 
Reactivity: 0 
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MATERIAL SAFETY DATA SHEET 
SikaBond Construction Adhesive 

16. Other Information • Continued 

HMIS Rating • Continued 
PPE: C 

Revjsjon!Preparer lnfprmatlon 
MSDS Preparer: Kristin Kelley 
This MSDS Supercedes A Previous MSDS Dated: 04118/2001 

Disclaimer 

The data in this Material Safety Data Sheet relates only to the specific material herein and does not relate to use in 
combination with any other material or in any process, The Information set forth herein is based on technical data 
that Sika believes to be reliable as of the date hereof. Since conditions of use are outside our control, we make no 
warranties. express or implied andassume no liability in connection with any use of this information. Nothing herein 
is to be taken as a license to operate under or a recommendation to infringe any patents. 

SIKA CORPORATION 
Ptinl~d U1in MS.Dv Ganllralor'~ 2\)QU 
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JUL.29.2003 S II< A TECH SERI/ ICE 

LIMITATIONS 
.& Allow 3-clay cure at standard conditions 

when using Sikaflond Construction Ad" 
he.sive in total water Immersion sitl..lations 
and prior to paln~ng. 

.& Avoid exposure to high levels of ci'IIO• 
rlno. (Ma•lm"rn level is 5ppm). 

"' Maximllm depth or sealant m1..1st not ex· 
oeed Y:o ln.: minimum dopth is y, in. 

.& Maximum expansion and contraction 
•Muld not exceed 12.5% ofavoragejoint 
width. 

4. Avoid contact with ar~ot'lol and clher 
solvent cleaners during cure. 

• Do notapplyWI'Ien molsturo-v•poHrans
missian condition exists from the sub
strate as tnls can eau.!!.ie bubbling within 
tne sealant. 

"' UsQ opeu'lt:td cartridges the samQ day. 
.a. When ~pplyingsearant, avoid arr..entr<::~p· 

ment. 
~ Since system Is moistl.fre-cl..lred, permit 

sufficient Gxpo!iure lo .air. 
_. Whi(e colortends to yo now slightly wh~n 

exposed to ultra·vlolet r:J.yt.. 

CAUTION 

O:ombtunlble 
Keop away from open flames and high 
heat. Contains xylene; avoid bmathlng 
vapors. Use with adequate ventllatlort 

l"'i1.-.n\; Sensitizer .. 
Contains polylsooyanate prepolymer, xy· 
lena. Avoid breathing vapors. Use With 
adequate ventilation. May cause skin/eye/ 
respiratory irritaticn. May cause skin and/ 
or msplratory .sensitization after prolonged 
or repeated contact. Avoid contact. Over
exposure to xyh~ne may cause headaches, 
di2l!:iness or other CNS effects. Use only 
with adequate ventilation. Use of safety 
gogglas and chemical resistant gloves Is 
recommended. lfPELsaree:xceeded, usa 
an appropriate. propor1y nttad NIOSHI 
MSHAapprovad respirator. Remove con· 
tamlnatod clothing. 

110.943 P.? 

FIRST AID 
In oaSG of .!iikin contact, wash immediately 
and thoroughly with soap aod water. If 
symptoms parsi.s~, consLJit phy5ic:ian. For 
eye cont.act, flush immediately with plenty of 
water for at least 16 minutes; contact phy· 
.sician. For respiratory problems, remove 
person to ftash ait; if symptoms persi.!it, 
contact a physician. In cas.e of ingestion, 
dilute with water anel consult physician . 
Remove contamln~tad clo~hing. 

CLEANUP 
In case of spills of leaKs, wear suitable 
prof8ctlve equipment, contain spill, collect 
with absorbent matarial, and trlllnsfer to 
sulrable container. Ventilate area. Avoid 
cQntact. Dispose of In accordance wiJh 
current, applicable local, state, and tade~~l 
reguhnions, 

In c:a5e of emergency, call 
CHtMTREC 1·600·424·9300 

" The ultimata porrormance of SlkaBond 
Construction Adhesive dtt~ends on 
propor opplication, good doslgn ond 
proper preparation ot joint !!liUrfaces. 

l inear Eeer gf Sgtanr per Gallon 

O..plh 
• Not for usoln e:xpansionjoints . 
.& Heavlel' ~ub.strates may re~:~ulre .addl~ 

tional support during the cure perloa. 

Prct::Jul;l C~:~l:lc c.4B1. 5!ka Is .!1 rl!lglsrered tr~~~~rk. Mi'll:/c In 
USA. Pl'lnted In USA,Ar;:J"II, ~00"1, 

KEEP CONTAINfR TIGHTL V Cl OSfO KEEP OUT OF RfACH OF CliiLDREN 
NOT ~01~ INa~NAI <.;ONSUMPliON 

GON:,Uil MA II:I~IAL SAFETY OA I A SI-IEET FOR 1\1101{1: IN~OI~MATH)N 

Limited Warranty: Sika warrants its products to conform to Sika's current published physical 
properties when applied in accordance with Sika 's directions and tested in accordance with 
ASTM and Sika standards for one year from date of purchase. User determines suitability of the 
product for intended use and assumes all risk. Manufacturer's liability for damages shall be 
limited to the purchase price or replacement of product. This remedy is the exclusive remedy and 
excludes labor and cost of labor. Warranty is contingent upon use of the product with in shelf life. 

THERE ARE NO OTHER WARRANTIES, EXPRESS OR IMPLIED. MANUFACTURER 
SHALL NOT BE LIABLE FOR ANY CONSEQUENTIAL OR SPECIAL DAMAGES. 

Visit our Wflbsire at !IIIWW • .slkausa.com 
1-1100-933-SIKA NATIONWIDE 
Regionillllnform .. tion "nd Sales Centers 
Far the. location or your nearest Sika sales afflcel contact your regional center. 
S/ka Corpol'llltion Sl/ra C..l1i111111 In~:. S/1<11 M.xicani/0 S.A. 11$ C. V. 
201 PolitoAvsnu9 601 OelmarAv~nUt!) Ca"etQM Ubte Celaya Km. 8.5 
Lyndhurst NJ 07071 Pointe Claire Carregidora, Queretaro 
P/1one: 800·933-7452 Quebec H9R 4A9 CP" 75920 A.P. 136 
Fax: 207-933-6225 Phone: 514-697·2610 Phone: 52 42 25 0122 

Fax: 514·694·2792 Fax: 52 42 25 0537 


